
neo 371 3-in-1

PRODUCT
DESCRIPTION

3-in-1 for real

Due to its powerful zoom, which allows the user to adjust the beam 

angle from 0° to 45°, and its high performance frost filter, NEO 371 

3-in-1, with its compact and light design, excels in spot, beam and 

wash functions.

Top features

Besides adjusting dramatically its beam angle, Neo 371 3-in-1 features 

two rotating prism wheels, two gobo wheels with gobo shake, frost filter, 

motorized focus, 16-bit dimmer, strobe effect and a 

HQ colour wheel with 11 dichroic filters. 

Neo 371 3-in-1 is a versatile moving head that covers spot, wash and beam func-
tions with a linear zoom that goes from 0o to 45o. Powered by a Sirius® HRI 371W 
lamp, it stands out in both medium and large applications delivering 86,530 Lux @ 
20M in beam mode. With a very compact design for a fixture of its power, Neo 371 
3-in-1 sports frost filter, motorized focus, two prisms, two bidirectional gobo 
wheels and a truly remarkable dichroic filter wheel.



Source & Optics
Light Source: Osram Sirius® HRI 371W (7400K)
Lamp Life: 1,500 hours
Zoom range: 0°-45o

Photometric data
Luminous flux: 13,090 lumens
Flux @ 2o: 86,350 lux @ 20m (64 ft.) 
Flux @ 5.5o: 916 @ 10m (32 ft.)

Physical
DMX Connectors: 2 XLR-3 input & output 
connectors
Power supply connectors: PowerCON In/Out
LCD graphic display
Dimensions: 661x450x441 mm. / 26x17.7x17.3 in.
Weight: 28 kg. / 61.7 lbs.

Effects and functions
11 interchangeable dichroic filters + open & 
bidirectional rainbow effect
8 bidirectional, interchangeable and 
indexable rotating gobos + open
10 indexable static gobos + open
Gobo shake
8-facet rotating + 8-facet linear prism
Motorized focus & Frost filter
Dimmer: Full range 0-100% (16-bit)
Strobe effect

Control
DMX Channels: 16/19/22
Indicated temperature for base, arm & lamp
IC backup communication
Software update via DMX

PRODUCT
SPECIFICATIONS


